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Number of Positions 24 ports.

Connector Type RJ-45 F/UTP Cat.5e, 6, 6A or 8.

Compatible with shielded and unshielded keystone jacks.

Thickness sheet (mm) 1.5mm

Color Black

Depth (mm) 97.55mm

Width (mm) 482.6mm (19")

Height (mm) 43.5mm (1U)

Advantage It has a rear terminal for grounding wire connection;
Shielded Patch Panel;
Electrical conductive bond to automatically ground the shielded keystone jacks;
24 unloaded positions and 1U (one U) height;
Zinc plated paint finish in black color;
Resistant and corrosion-protected product for the conditions specified for indoor use (ANSI/TIA-569);
It features width 19" as the EIA/ECA-310E standard requirements;
All positions are numbered allowing connections identification;
Enables insertion of colored adhesive identifiers;
Allows scalability as plant grows;
Compatible with keystone Jack CAT.5E, CAT.6, CAT.6A and CAT.8 - GigaLan line;
Compatible with all Lightera female connectors, and modules with optical adapters;
It has rear cable manager that allows to install the cables individually.
It has removavle port identification module alowing thus field upgrade to the DataWave management
system.
Front panel and cable manager made of high impact termoplastic UL94-V0

Compatibility GigaLan and DataWave products

Operation Environment Non Aggressive

Installation Environment Indoor

SHIELDED UNLOADED PATCH
PANEL 24P 1U - DATAWAVE READY
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Part Numbers

Quantity per box
(carton)

12 pieces

Quantity per gift box 01 piece

Package Type Cardboard

Warranty 12 months
Product eligible for Lightera extended warranty program.

Certifications UL Listed E173971

Standard ANSI/TIA-569-C
ANSI/TIA-606
ISO/IEC 11801
EIA/ECA-310-E
NBR 14565

RoHS This product is in accordance with the RoHS European Directive: a directive on the restriction of the use of certain
hazardous substances and related to the environmental preservation.

Included Accessories Fixing Screws;
Blue and Red adhesive icons;
Acrylic label support;
Rear cable manager that allows individual cable organization;
Plastic cable ties;
Bounding Cable.

Not supplied with the keystone Jacks or NFC Management Module
This product is not compatible with female RJ45 - dust covers.

Main Product Material Carbon Steel

https://lightera.com/view-products/?id=a0A3k00000XuiJeEAJ&language=en-us

